
A. CODE REQUIREMENTS:

1. THE CONSTRUCTION SHALL BE IN CONFORMANCE WITH THE CODES LISTED ON FRONT PAGE.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING ALL WORK AND MATERIALS IN CONFORMANCE WITH ANY CODE OR CODES OF FEDERAL, STATE, COUNTY, OR 
MUNICIPALITY HAVING JURISDICTION OVER SUCH WORK. ALL APPLICABLE REQUIREMENTS IN THESE REGULATIONS SHALL BE FOLLOWED THE SAME AS IF NOTED IN THE DRAWINGS. CONFLICTS BETWEEN WORK SET 
FORTH ON THE DRAWINGS AND BUILDING CODES SHALL BE SUBMITTED TO THE ARCHITECT FOR RESOLUTION PRIOR TO PROCEEDING WITH THE WORK.

B. GENERAL:

1. THE ARCHITECT SHALL NOT HAVE CONTROL OVER OR CHARGE OF, AND SHALL NOT BE RESPONSIBLE FOR, CONSTRUCTION MEANS, METHODS, TECHNIQUES, CONSTRUCTION SCHEDULES, SEQUENCES OR PROCEDURES, 
OR FOR SAFETY PROGRAMS IN CONNECTION WITH THE PROJECT, OR FOR ACTS, OMISSIONS, OR FAILURE TO CARRY OUT THE WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS BY THE CONTRACTOR, 
SUBCONTRACTORS, OR ANY OTHER PERSONS OR ENTITIES OR THEIR AGENTS OR EMPLOYEES PERFORMING OR SUPPLYING THE WORK.

2. PRIOR TO THE START OF THE CONSTRUCTION WORK, IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO CAREFULLY INSPECT AND VERIFY ALL FIELD CONDITIONS AS WELL AS ALL ASSEMBLIES AND CONFIGURATIONS 
SHOWN ON THE ARCHITECTS DRAWINGS. IF WORK CANNOT BE PERFORMED AS SHOWN IN THE ARCHITECT’S DRAWINGS IN THE OPINION OF THE CONTRACTOR, OR IF THERE ARE CONTRADICTIONS BETWEEN THE 
ARCHITECTS INSTRUMENTS OF SERVICE ACCORDING TO THE CONTRACTOR, THE CONTRACTOR SHALL NOTIFY THE ARCHITECT AND COPY THE ARCHITECT’S CLIENT IMMEDIATELY. WORK PERFORMED AFTER SUCH 
DISCOVERY, UNLESS AUTHORIZED BY THE CLIENT SHALL BE DONE AT THE CONTRACTOR’S RISK.

3. THE CONTRACTOR SHALL PROVIDE AND COORDINATE THE EXACT DIMENSIONS, SIZES AND POSITIONS OF ALL OPENINGS IN WALL CONSTRUCTION NECESSARY FOR THE INSTALLATION OF THE WORK.

4. THE CONTRACTOR IS TO VERIFY ALL EXISTING CONDITIONS, DIMENSIONS AND ELEVATIONS ON SITE PRIOR TO COMMENCING THE WORK. CONTRACTOR IS TO NOTIFY THE CLIENT AND COPY THE ARCHITECT AT ONCE 
UPON DISCOVERY OF ANY DISCREPANCIES.

5. THE CONTRACTOR SHALL VERIFY DRAWINGS DIMENSIONS AGAINST ACTUAL CONDITIONS AND BOUNDARIES AND SHALL NOTIFY THE ARCHITECT OF ANY AREAS WHICH WOULD DIFFER FROM THE INTENT OF THE 
DRAWINGS OR SHOW DISCREPANCY BETWEEN SECTIONS OF THE CONSTRUCTION DRAWINGS PRIOR TO CONSTRUCTION.

6. ARCHITECT IS ONLY RESPONSIBLE TO THE ARCHITECT’S CLIENT. ARCHITECT IS NOT RESPONSIBLE TO CONTRACTOR AND HIS SUBCONTRACTORS.

7. THE CONTRACTOR WILL INFORM THE ARCHITECT WITH THE CONSTRUCTION START DATE, AS WELL AS OF THE DATE OF SUBSTANTIAL COMPLETION, AND OF THE AMOUNT OF THE CONSTRUCTION COST OF THE PROJECT. 
IF REQUESTED BY THE ARCHITECT, THE ARCHITECT’S CLIENT WILL CAUSE THE CONTRACTOR TO PROVIDE SUCH INFORMATION TO THE ARCHITECT. THE CONTRACTOR SHALL PROVIDE THE ARCHITECT A SUMMARY OF 
THE TOTAL AMOUNT OF CHANGE ORDERS AT PROJECT CLOSEOUT.

8. ANY ALTERNATES TO SPECIFIED MATERIALS, FINISHES AND ASSEMBLIES WILL BE THE CONTRACTOR’S RESPONSIBILITY AND SUBJECT TO ARCHITECT’S AND THE ARCHITECT’S CLIENT’S APPROVALS. THE ARCHITECT IS 
NOT RESPONSIBLE FOR ANY CHANGES BY CONTRACTOR THAT DEVIATE FROM THE ARCHITECT'S DRAWINGS WITHOUT ARCHITECT'S WRITTEN APPROVAL.

9. ARCHITECT IS NOT RESPONSIBLE FOR ANY MATERIALS, FINISHES OR ASSEMBLIES BECOMING NO LONGER PRACTICALLY AVAILABLE EITHER DUE TO THE MANUFACTURER HAVING DISCONTINUED THIS PRODUCT SINCE 
THE TIME OF THE ARCHITECT’S SPECIFICATION, OR DUE TO THE CONTRACTOR’S OR THE CONTRACTOR’S SUBCONTRACTORS’ LACK OF ADEQUATE PROCUREMENT PLANNING IN THE OPINION OF THE ARCHITECT.

10. CONTRACTOR AGREES THAT HE SHALL ASSUME THE SOLE AND COMPLETE RESPONSIBILITY FOR SITE CONDITIONS DURING THE COURSE OF THE CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS 
AND PROPERTY; THAT THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS; & THAT THE CONTRACTOR SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER AND 
ARCHITECT HARMLESS FROM ANY AND ALL LIABILITY, REAL, OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OR THE WORK ON THIS PROJECT.

11. CONTRACTOR SHALL USE EXTREME CARE AND CAUTION DURING THE CONSTRUCTION SO AS NOT TO DAMAGE ANY ON OR OFF-SITE EXISTING FACILITIES. ANY DAMAGE DONE BY THE CONTRACTOR TO EXISTING 
FACILITIES SHALL BE REPAIRED TO THE SATISFACTION OF AND AT NO EXPENSE TO THE OWNER.

12. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO DISTRIBUTE ADEQUATE COPIES OF ALL DRAWINGS TO ALL TRADES FALLING UNDER THEIR RESPONSIBILITY AT ALL TIMES DURING THE PROGRESS OF THE JOB 
(I.E. REVISIONS).

13. THE CONTRACTOR SHALL AT ALL TIMES, KEEP PREMISES FREE FROM ACCUMULATION OF DEBRIS. AT THE COMPLETION OF THE WORK, HE SHALL CLEAN ALL GLASS SURFACES AND LEAVE THE WORK "BROOM CLEAN".

14. THE CONTRACTOR SHALL FURNISH ALL LABOR, MATERIAL EQUIPMENT, AND OTHER ITEMS NECESSARY FOR THE COMPLETION OF ALL WORK SHOWN, CALLED FOR, OR REASONABLY IMPLIED BY THE CONTRACT 
DOCUMENTS EXCEPT WHERE SPECIFICALLY NOTED OTHERWISE.

15. CONTRACTOR SHALL PROVIDE TEMPORARY CONSTRUCTION FENCES/BARRIERS AROUND ALL CONSTRUCTION AREAS.

16. UPON COMPLETION OF THE JOB, THE CONTRACTOR SHALL SUBMIT CERTIFICATES OF INSPECTION OF SATISFACTORY COMPLETION.

C. DRAWINGS:

1. THE CONSTRUCTION DOCUMENTS ARE NOT INTENDED TO BE A COMPLETE SET OF INSTRUCTIONS ON HOW TO CONSTRUCT A BUILDING. CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES, PROCEDURES, 
AND SITE SAFETY PRECAUTIONS ARE CUSTOMARILY ASSIGNED AS RESPONSIBILITIES OF THE CONTRACTOR TO GIVE THE CONTRACTOR FULL LATITUDE IN PREPARING BIDS AND CARRYING OUT THE CONSTRUCTION 
PHASE.

2. OMISSIONS OR CONFLICTS BETWEEN THE DRAWINGS, NOTES, AND DETAILS, SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT AND RESOLVED BEFORE PROCEEDING WITH THE WORK.

3. NOTES AND DETAILS ON THE DRAWINGS SHALL TAKE PRECEDENCE OVER THESE GENERAL NOTES.

4. TYPICAL DETAILS SHOWN SHALL APPLY WHERE NO SPECIAL DETAIL IS SHOWN.

5. WRITTEN DIMENSIONS (NOT SCALED DIMENSIONS) SHALL BE USED. DO NOT SCALE DRAWINGS.

6. ALL DRAWINGS AND NOTES ARE COMPLEMENTARY, AND WHAT IS CALLED FOR BY ANY ONE WILL BE AS BINDING AS IF CALLED FOR BY ALL.

7. WHERE THERE ARE CONFLICTS BETWEEN DRAWINGS, THE MOST STRINGENT CONDITIONS SHALL GOVERN.

8. WHERE WORK AND EQUIPMENT IS INDICATED "NOT IN CONTRACT" (N.I.C.), SUCH WORK AND/OR EQUIPMENT SHALL BE PROVIDED BY OWNER, THE CONTRACTOR SHALL COORDINATE AND COOPERATE TO EFFECT SUCH 
INSTALLATION.

9. THE ARCHITECTURAL FLOOR PLANS, REFLECTED CEILING PLANS, SECTIONS, AND ELEVATIONS ILLUSTRATE THE EXACT LOCATIONS OF MANY, BUT NOT ALL, EXPOSED PARTS OF THE WORK.  APPLY THE RULES INDICATED 
BY THE DRAWING "TYPICAL RULES FOR DETERMINING MOUNTING HEIGHTS AND LOCATIONS" TO DETERMINE THE EXACT LOCATION OF EACH EXPOSED PART OF THE WORK.

10. REFER TO THE STRUCTURAL, MECHANICAL, ELECTRICAL, AND PLUMBING DRAWINGS FOR THE DETAILED DESIGN OF STRUCTURAL, MECHANICAL, ELECTRICAL, AND PLUMBING SYSTEMS, OF WHICH PORTIONS MAY BE 
SHOWN ON THE ARCHITECTURLA DRAINGS.

11. FINISH FLOOR ELEVATIONS ARE TO TOP OF CONCRETE FLOOR SLAB, U.O.N. WHERE THE CONCRETE IS DEPRESSED TO ACCOMMODATE MORTAR BEDS, SETTING BEDS, RAISED ACCESS FLOORS, AND OTHER SIMILAR 
FLOOR ASSEMBLIES, FINISHED FLOOR ELEVATIONS ARE TO TOP OF FINISH FLOOR ASSEMBLY INDICATED.  CEILING HEIGHT DIMENSIONS ARE TO FINISHED SURFACES, UNLESS OTHERWISE NOTED.  REFER TO REFLECTED 
CEILING LAN SHEET NOTES FOR CEILING HEIGHTS.

12. THE CONTRACTOR SHALL HOLD A PRE-INSTALLATION MEETING WITH ALL PARTIES INVOLVED, INCLUDING THE ARACHITECT, ON SITE TO COORDINATE THE LOCATION OF EXPOSED MECHANICAL, PLUMBING, ELECTRICAL 
(INCLUDING WIRING MOLDING), FIRE ALRAM, LOW VOLTAGE, AND SPRINKLER ITEMS WITHIN A FINISHED SPACE, BEFORE COMMENCING CONSTRUCTION.

13. ROOM NAMES AND NUMBERS NOTED ON THE CONTRACT DRAWINGS MAY NOT REPRESENT THE FINAL ROOM NAMES AND NUMBERS TO BE INSTALLED UNDER THE SIGNAGE DRAWINGS.  CONTRACTOR TO COORDINATE 
WITH OWNER FINAL NUMBER AND GRAPHICS.

14. EXTERIOR STEEL TO BE HOT-DIP GALVANIZED AND PAINTED, INCLUDING BUT NOT LIMITED TO STRUCTURAL STEEL, FENCE, GATE, AND RAILING.  LADDER SHALL BE GALVANIZED.

15. INTERIOR EXPOSED STEEL TO BE PAINTED, COLOR PER PLAN.

D.  CONSTRUCTION

1. ALL BUILDING COMPONENTS SHALL BE INSTALLED AND ALL SUBSTRATES SHALL BE PREPARED AS PER MANUFACTURERS’ RECOMMENDATIONS AND INDUSTRY STANDARDS. INSTALLERS SHALL BE APPROVED BY 
MANUFACTURER OR APPROPRIATE REGULATING AGENCY FOR SUCH INSTALLATION.

2. THE CONTRACTOR WILL FACILITATE AND HELP THE ARCHITECT SO THE ARCHITECT’S NAME/LOGO (ARCHITECT’S CONSTRUCTION BANNER) IS PLACED JUST PRIOR TO AND DURING THE ENTIRE LENGTH OF THE 
CONSTRUCTION OF THE WORK IN A PROMINENT LOCATION ON THE PROJECT SITE VISIBLE TO THE PUBLIC. CONTRACTOR TO SAFEGUARD THE ARCHITECT’S BANNER AND INFORM THE ARCHITECT OF ANY DAMAGE TO HIS 
BANNER IMMEDIATELY.

3. PROVIDE CONCEALED BLOCKING/BACKING AS REQUIRED FOR ALL WALL MOUNTED EQUIPMENT.

4. ALL WALL PARTITIONS SHALL EXTEND TO THE STRUCTURE ABOVE UNLESS OTHERWISE NOTED.

5. PROPERLY PREPARE AND READY ALL SURFACES PRIOR TO INSTALLING FINISH MATERIALS.

CONTINUOUS DRYWALL IS REQUIRED BEHIND AND AROUND ALL ELECTRICAL SERVICE PANELS AND FIRE EXTINGUISHERS.

6. THE CONSTRUCTION SHALL NOT RESTRICT A FIVE-FOOT CLEAR AND UNOBSTRUCTED ACCESS TO ANY WATER OR POWER DISTRIBUTION FACILITIES (POWER POLES, PULL-BOXES, TRANSFORMERS, VAULTS, PUMPS, 
VALVES, METERS, APPURTENANCES, ETC.) OR TO THE LOCATION OF THE HOOKUP.  THE CONSTRUCTION SHALL NOT BE WITHIN TEN FEET OF ANY POWER LINES-WHETHER OR NOT THE LINES ARE LOCATED ON THE 
PROPERTY. FAILURE TO COMPLY MAY CAUSE CONSTRUCTION DELAYS AND/OR ADDITIONAL EXPENSES.
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42" MIN CORRIDOR WITH OCCUPANCY LOAD OF < 9
44" MIN CORRIDOR WITH OCCUPANCY LOAD OF > 10
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TURNS AROUND AN OBSTRUCTION
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60" MIN 36"
44" MIN (CORRIDOR SERVING OCC LOAD > 10)

A. MINIMUM CLEAR WIDTH FOR TWO WHEELCHAIRS B. MINIMUM CLEAR WIDTH FOR SINGLE 
WHEELCHAIR

NOTE: MINIMUM WIDTH FOR CORRIDORS OVER 200FT 
[2001 CBC SECTION 1133.B.3.2]

A. SPACE REQUIRED FOR WHEELCHAIR TO 
MAKE 180  TURN
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LATCH & CLOSER
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PROTECT SHADED AREA 
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NOTE: NEW BUILDING INTERIOR AND EXTERIOR THRESHOLDS WILL BE REQUIRED TO BE NO HIGHER THAN
1/2" ABOVE THE ADJACENT FLOOR LEVELS.  EACH EXPOSED EDGE OF THRESHOLDS IS REQUIRED
TO BE BEVELED OR SLOPED AT AN ANGLE NOT TO EXCEED 45 DEGREES SO THAT NO VERTICAL
CHANGE OF ELEVATION EXCEEDS 1/4" INCH.
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HINGED DOOR CHANGE IN LEVEL DOOR BOTTOM RAIL

DOOR PANEL

CLEAR

32" MIN

SLIDING DOOR

CLEAR

32" MIN

COMPRESSED 
CARPET MAX 1/4" 
BELOW TOP OF 
THRESHOLD

1/2" MAX

1/4" MAX

NOTE: DOOR HARDWARE IS MOUNTED 34" MIN - 44" MAX FROM FINISH FLOOR TO TOP OF THE DEVICE.

LATCHING & LOCKING DOORS THAT ARE HAND OPERATED AND WHICH ARE IN A PATH OF TRAVEL ARE OPERABLE WITH A SINGLE 
EFFORT (LEVER, PUSH/PULL, PANIC BAR OR OTHER HARDWARE ASSIGNED TO PROVIDE PASSAGE WITHOUT REQUIRING THE 
ABILITY TO GRASP THE OPENING HARDWARE)

MAXIMUM EFFORT TO OPERATE DOORS SHALL NOT EXCEED 5 LBF, WHEN FIRE DOORS ARE REQUIRED THE MAX EFFORT TO 
OPERATE THE DOOR MAY BE INCREASED TO THE MINIMUM ALLOWABLE BY THE APPROPRIATE AUTHORITY , NOT TO EXCEED 15 
LBF.

LEVERS PUSH/PULL PANIC BAR EXIT DEVICE

DOOR HARDWARE
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FACE OF ALCOVE 
WALL
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4'
 -

 0
" 

M
IN

5'
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DEPTH OF WHEELCHAIR SPACES (FIGURE 11B-802.1.3)

WIDTH OF WHEELCHAIR SPACES (FIGURE 11B-802.1.2)
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1/2" = 1'-0"15
CORRIDOR TURNING SPACE

1/2" = 1'-0"10
CORRIDOR TURNING SPACE

1/2" = 1'-0"14
MINIMUM CLEAR WIDTH/TURNING SPACE

1/2" = 1'-0"9
MINIMUM CORRIDOR WIDTH

1/2" = 1'-0"4
WHEELCHAIR TURNING RADIUS

1/2" = 1'-0"5
MANEUVERING CLEARANCE AT ALCOVES

1/2" = 1'-0"13
SWINGING DOOR APPROACH

1/2" = 1'-0"12
SLIDING & FOLDING DOOR APPROACH

1/4" = 1'-0"22
2019 CBC SECTION 11B-307

1/2" = 1'-0"11
TWO HINGED DOORS IN SERIES

1/4" = 1'-0"18
VERTICAL CLARANCE

6" = 1'-0"19
DOOR OPENING

1" = 1'-0"20
[2019 CBC SECTION 11B-404 & 309.4]

MIN

1/2" = 1'-0"21
DRINKING FOUNTAIN - ALCOVE (HIGH-LOW)

DSA SUBMITTAL 22.09.09

1/2" = 1'-0"23
WHEELCHAIR SPACES
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1 1/2" MIN
RAIL

CONTROL PANEL
SEE DETAIL 1

HALL LANTERN

FLOOR LANDING, NUMBERS ON 
BOTH SIDES OF DOOR JAMB

AUTOMATIC DOOR REOPENING 
DEVICES 

HALL CALL BUTTONS

A

B

42
" 

60
" M

AX
. 
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" M

IN

NOTE: THE AUTOMATIC DOOR REOPENING DEVICE IS ACTIVATED IF AN OBJECT PASSES THROUGH EITHER LINE A 
OR B. LINE A AND LINE B REPRESENT THE VERTICAL LOCATIONS OF THE DOOR REOPENING DEVICE NOT 
REQUIRING CONTACT.
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OF RAISED CHARACTERS
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42" MIN

68" MIN

HANDRAIL
NOTE:  32" AFF TO  TOP OF 
HANDRAIL

ALTERNATE LOCATION OF PANEL 
WITH SIDE OPENING DOOR

CONTROL 
PANEL

ELEVATOR CAB

TYP

6" MAX
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80" MIN

HANDRAIL

NOTE:  32" AFF TO TOP OF 
HANDRAIL

ALTERNATE CONTROL PANEL 
LOCATION

CONTROL 
PANEL

ELEVATOR CAB

42" MIN

54
" 

M
IN

FOR ELEV EMERGENCY MEDICAL SERVICE ACCESSIBILITY

84" CLEAR IN BLDG >= 4 STORIES HIGH

1 1/4" MAX
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 M

A
X 60

°

RADIUS
1" MAX 2" MIN STRIP WIDTH

FROM EDGE
OF TREAD

1/2" RADIUS MAX
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 M

A
X
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12" MINNOTE: HANDRAIL SHALL BE A CONSISTENT 
HEIGHT
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1 1/2"
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1 
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2"

NOTE:
WALL OR OTHER SURFACE 
ADJACENT TO HANDRAIL(S) MUST BE 
FREE OF SHARP OR ABBRASIVE 
ELEMENTS

NOTE:
PIPE DIMEN ARE SHOWN AS NOM 
DIA

D 3" MAX
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MAX VERTICAL REACH:
48", COUNTER DEPTH <= 25"
44", COUNTER DEPTH >= 25"

(X)

(Y)(X)

(Y)

LANDING LANDING

INNER HANDRAILS AT LANDING THAT DOUBLE
BACK OR IMMEDIATELY TURN SHALL BE CONTINUOUS AND 
SHALL NOT EXTENDED INTO LANDING OR PATH OF TRAVEL 

DOWN

NOTE:

(Y) = EXTENSION OF HANDRAIL SHALL BE EQUAL TO THE TREAD WIDTH 
PLUS 12" TO THE END OF THE LEVEL PORTION OF THE HANDRAIL

(X) = MINIMUM HANDRAIL EXTENSION REQUIRED AT EACH TOP RISER

DOWN UP

FLUSH MOUNTED METAL
BRAILLE PLATE

10 11 12

7 8

4 5

1 2
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SCHED

3/4" DIA MIN SST PUSH
BUTTONS, #4 SATIN FINISH,
CIRCULAR GRAIN

PLASTIC ILLUMINATED
FERRULE

MAIN ENTRY FLOOR SYMBOL

DOOR OPEN/CLOSE
BUTTONS

EMERGENCY ALARM/STOP
BUTTONS
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1" = 1'-0"18
CONTROL PANEL HEIGHT

1/4" = 1'-0"13
ELEVATOR FLOOR SIGNAGE

1/2" = 1'-0"8
CAR WITH SIDE OPENING DOORS

1/2" = 1'-0"3
CAR WITH CENTER OPENING DOORS

1 1/2" = 1'-0"22

STAIR TREAD ACCEPTABLE NOSINGS &
WARNING STRIPING

1" = 1'-0"12
HANDRAIL EXTENSIONS

3" = 1'-0"21
STAIR HANDRAILS

1/2" = 1'-0"16

MINIMUM CLEARANCES FOR SEATING &
TABLES

1/2" = 1'-0"1
MINIMUM CLEARANCE FOR COUNTER

1/2" = 1'-0"7

HANDRAIL EXTENSIONS AT ACCESSIBLE
PATH OF TRAVEL STAIRS

3" = 1'-0"23
ELEVATOR CAR CONTROL PANEL DETAIL

DSA SUBMITTAL 22.09.09



33
" -

36
" A

FF
 

1 1/4" MIN
1 1/2" MAX

1 1/2"

NOTE: 
1.  PIPE DIMENSIONS ARE SHOWN AS NOMINAL DIAMETER.
2.  THE SPACE BETWEEN THE GRAB BAR & PROJECTING OBJECTS BELOW AND AT THE ENDS SHALL BE 1 
1/2" MIN.
3.  THE SPACE BETWEEN THE GRAB BAR & PROJECTING OBJECT ABOVE SHALL BE 12" MIN.

TOP OF GRAB BAR

NOTE: ALLOWABLE STRESSES SHALL NOT BE EXCEEDED FOR MATERIALS USED WHERE A VERTICAL 
OR HORIZONTAL FORCE OF 250 LBS. IS APPLIED AT ANY POINT ON THE GRAB BAR, FASTENER 
MOUNTING DEVICE OR SUPPORTING STRUCTURE.
PROVIDE 1 1/2"  MIN CLEAR ACCESS AROUND THE PERIMETER OF THE GRAB BAR

36" MIN CLEAR IF RECESS > 24"

30" MIN

48
" 

M
IN

36" MIN CLEAR IF RECESS >24"

30" MIN CLEAR

17
" 

M
A

X

12
" 

M
A

X

OF FIXT

CLEAR
FLOOR SPACE

A. PLAN B. FRONT ELEVATION C. SIDE ELEVATION

44
" 

M
A

X(SUCH AS CONDITION ADJACENT 
TO WALL OR TOILET PARITION)

M
IN

5'
-0

"

MIN

6"

MIN

13 1/2".

34
" 

M
A

X

40
" 

M
A

X

48
" 

M
IN

19
" 

M
A

X
30" MIN

17
" 

M
IN

MIRROR 

SOAP 
DISPENSER

17" MIN

MAX

6"

9"
 M

IN 27
" 

M
IN

 C
LR

34
" 

M
A

X

40
" 

M
A

X

C. SIDE ELEVATIONB. FRONT ELEVATIONA. PLAN

CLEAR FLOOR
SPACE  

INSULATE EXPOSED 
PIPES

29
" 

M
IN

.

8" MIN

18" MIN
OF TOILET

18" MIN
OF LAV

60" MIN
40

" 
M

A
X

12
" 

M
A

X

60
" 

M
IN

 C
LE

A
R

OF TOILET

OUTWARD SWING
SELF CLOSING DOOR 

MULTI ACCOMMODATION TOILET RM

42
" 

M
IN

44
" 

M
IN

 C
LE

A
R

35" MIN - 37" MAX CLEAR

17" MIN - 18" MAX

32" MIN CLEAR

24
" 

M
IN

.

17
" 

M
IN

18
"

60" MIN
27" MAX

60" MIN

30
" 

M
IN

.
36

" 
M

IN

36" MIN

CLEAR FLOOR 
SPACE

CLEAR FLOOR SPACE

FOLDING
SHOWER SEAT

STANDARD ALTERNATE

GRAB BAR

HAND HELD SHOWER 
HEAD & CONTROLS 
W/ DIVERTER

GRAB BAR

FOLDING SHOWER 
SEAT

6" MAX6" MAX

6"
 M

A
X

SEAT WALL

36
"

36
" 

M
IN

FLEXIBLE SHOWER SPRAY HOSE, 
60" LONG MIN

OPERABLE PARTS OF 
SHOWER SPRAY UNIT 
AND CONTROLS TO BE 
IN AREA SHOWN 
DASHED 

STANDARD - BACK ELEVATION STANDARD -  
SIDE 
ELEVATION

30" MIN 30" MIN60" MIN

STANDARD -
SIDE 
ELEVATION

GRAB BAR

24" MAX

33
" 

- 
36

"

FOLDING SHOWER 
SEAT

19" MIN

OPERABLE PARTS 
OF SHOWER 
SPRAY UNIT

GRAB BAR

27" MAX

48
" 

M
A

X

T
O

 C
L 

O
F

 C
O

N
T

R
O

L

39
" 

- 
41

" 
A

F
F

FLEXIBLE SHOWER SPRAY HOSE, 
60" LONG MIN

OPERABLE PARTS OF 
SHOWER SPRAY UNIT AND 
CONTROLS TO BE IN AREA 
SHOWN DASHED 

ALTERNATE - BACK ELEVATION

30" MIN60" MIN

FOLDING SHOWER 
SEAT

OPERABLE PARTS 
OF SHOWER 
SPRAY UNIT

GRAB BAR

48
" 

M
A

X

T
O

 C
L 

O
F

 C
O

N
T

R
O

L

39
" 

- 
41

" 
A

F
F

ALTERNATE -  
SIDE ELEVATION

19" MIN

27" MAX

48
" 

M
A

X

T
O

 C
L 

O
F

 C
O

N
T

R
O

L

39
" 

- 
41

" 
A

F
F

FLEXIBLE SHOWER SPRAY HOSE, 
60" LONG MIN

15" MAX

CENTERLINE OF SHOWER 
SEAT

GRAB BAR

NOTE:  ALTERNATE SHOWER HAS 
TWO ACCEPTABLE CONTROL / 
SPRAY UNIT LOCATIONS.

BACK WALLBACK WALL

SIDE 
WALL

SIDE 
WALL

SIDE 
WALL

SIDE 
WALL

FRONT 
WALL

T
O

 T
O

P
 O

F
 S

E
A

T

17
" 

- 
19

"

T
O

 V
A

LV
E

3'
-8

" 
M

A
X

42" GRAB BAR

17" MIN - 18" MAX

B. FRONT ELEVATION C. SIDE ELEVATION

TOILET TISSUE
DISPENSER

OF FIXT

19
" 

M
A

X

48
" 

C
LE

A
R

30" CLEAR

17" MIN - 18" MAX

OF FIXT

60" M
IN DIA CLEAR

12
" 

M
A

X

36" MIN. GRAB 
BAR

42" MIN. 
GRAB BAR

A. PLAN

12"

MAX

60" MIN TO EDGE OF LAV

56
" 

M
IN

TOILET TISSUE 
DISPENSER

1'-6"

33
" 

M
IN

 -
 3

6"
 M

A
X

40
" 

M
A

X
 T

O
 H

IG
H

E
S

T
 O

P
E

R
A

B
LE

 P
A

R
T

FROM WALL TO EDGE OF LAV

60"

OUTLINE OF RECESSED TOILET 
TISSUE/COVER DISPENSER, 
WHERE OCCURS

19
" 

M
IN

33
" 

M
IN

 -
 3

6"
 M

A
X

48
" 

M
IN

 C
LE

A
R

40
"

42
" 

M
IN

18" MIN

7" MIN - 9" MAX

MIN

2'-0".

MIN

1'-0"

54
" 

M
IN

24
" 

M
IN

SANITARY NAPKIN
DISPOSAL UNIT

19
" 

M
IN

40
" 

M
A

X

DCSCHTSTSCDTSCDTTD/TSCDMSDSNDUSNDHDPTDWRPTDR

TOILET ACCESSORIES LIST

ABBREVIATIONS

CH
DCS
HD
M
PTD
PTDR
SD
SND
SNDU
SS
TS
TTD
TSCD
TTD/TSCD
WR

DESCRIPTIONS

COAT HOOK
DIAPER CHANGING STATION
HAND DRYER
MIRROR
PAPER TOWEL DISPENSER
PAPER TOWEL DISPENSER/WASTE RECEPTACLE
SOAP DISPENSER
SANITARY NAPKIN DISPENSER
SANITARY NAPKIN DISPOSAL UNIT
SHOWER SEAT
TOILETRY SHELF
TOILET TISSUE DISPENSER
TOILET TISSUE COVER DISPENSER
TOILET TISSUE DISPENSER/TOILET TISSUE COVER DISPENSER
WASTE RECEPTACLE

NOTE: MIRRORS ABOVE LAVS. & COUNTERS  - BOTTOM TO BE 40" A.F.F. 
MIRRORS NOT LOCATED ABOVE LAVS. & COUNTERS  - BOTTOM TO BE 35" A.F.F.

SEE NOTE BELOW

12" MIN 32" MIN

18" MIN

60
" 

M
IN

 L
E

V
E

L 
&

 C
LE

A
R

AMBULATORY-
ACCESSIBLE

TOILET STALL

CLEAR FLOOR SPACE

STANDARD SIDE-TRANSFER
ACCESSIBLE TOILET STALL

NOTE: WHERE SIX OR MORE STALLS ARE PROVIDED WITHIN A MULTIPLE-ACCOMODATION TOILET ROOM, AT LEAST ONE STALL SHALL BE A STANDARD SIDE-TRANSFER TOILET STALL (WHEELCHAIR ACCESSIBLE) AND AT LEAST ONE ADDITIONAL STALL SHALL BE 
36" WIDE WITH AN OUTWARD SWINGING SELF-CLOSING DOOR AND PARALLEL GRAB BARS (FOR SEMI-AMBULATORY USE).

44
" 

M
IN

 C
LE

A
R

44" M
IN

 C
LEAR

[REFER TO DETAIL 10]

54" MIN CLEAR

44
" 

M
IN

 C
LE

A
R

4'-0" MIN CLEAR

44
" 

M
IN

 C
LE

A
R

48
" M

IN
 C

LE
AR

 W
HE

R
E 

DO
O

R 
IS

 E
Q

UI
PP

ED
 

W
IT

H 
BO

TH
 C

LO
SE

R
 A

N
D 

LA
TC

H

32" MIN CLEAR

60" MIN

17" MIN - 18" MAX

60
" M

IN
 D

IA C
LE

AR 

60
" 

M
IN

 W
H

E
N

 O
U

T
-S

W
IN

G
 D

O
O

R
 IS

 U
S

E
D

24
" 

M
IN 42

" 
M

IN
12

" 
M

A
X

54
" 

M
IN

OF TOILET

MULTI ACCOMMODATION TOILET ROOM

44
" 

M
IN

 C
LE

A
R

56
" 

M
IN

 A
T

 W
A

LL
 M

O
U

N
T

E
D

 W
C

34
" 

M
IN

 C
LE

A
R

-

36" MIN GRAB BAR

IF DOOR SWINGS OUT 
PROVIDE 18" MIN. CLEAR

42" MIN GRAB BAR

24" MIN. 12" MIN

22" MIN - 23" MAX

14
" 

M
IN

 -
 1

5"
 M

A
X

1 
1/

2"
 M

A
X

F
U

LL
 D

E
P

T
H

 O
F

 S
T

A
LL

15" MIN - 16" MAX

2 1/2" MAX

NOTE:

SHOWER SEAT MATERIALS SHALL BE 
STRONG ENOUGH TO WITHSTAND A 
MAX BENDING MOMENT FROM A 250 
LBF LOAD

SEAT SHALL NOT EXTEND MORE 
THAN 6" FROM THE MOUNTING WALL 
WHEN FOLDED

PROVIDE SEAT EXTENSION FOR 
SHOWER STALLS OVER 36" DEEP

TOP OF SEAT TO BE 17" MIN TO 19" 
MAX ABOVE FIN FLOOR

33
" -

36
" A

FF
 

TOP OF GRAB BAR

GRAB BAR AT TOILET PARTITIONGRAB BAR AT PARTITION

SCHED. PARTITION TYPE 
AND FINISH (TILE SHOWN)

600T150-68 METAL STUD 
BACKING PER 8/S051

STAINLESS STEEL GRAB 
BAR, 1 1/2" DIA.

BACK TO BACK GRAB BARS AT TOILET PARTITION

STAINLESS STEEL FLANGE 
COVER

(2) 1/4 - 20 SCREW

NOTE:
1. ALLOWABLE STRESSES SHALL NOT BE EXCEEDED FOR MATERIALS USED WHERE A VERTICAL OR HORIZONTAL FORCE OF 250 LBS. IS APPLIED AT ANY POINT ON THE GRAB BAR, FASTENER MOUNTING DEVICE OR SUPPORTING STRUCTURE.
2. PROVIDE 1 1/2"  MIN CLEAR ACCESS AROUND THE PERIMETER OF THE GRAB BAR

TOILET PARTITION

STAINLESS STEEL GRAB 
BAR, 1 1/2" DIA.

STAINLESS STEEL GRAB 
BAR, 1 1/2" DIA.

STAINLESS STEEL FLANGE 
COVER, TYP

(2) 1/4 - 20 STAINLESS STEEL 
FLANGE NUT, GRADE 8, 
PROVIDED BY CONTRACTOR

1/4-20X1" STAINLESS 
STEEL bSCREW, GRADE 
8, PROVIDED BY 
CONTRACTOR (DRILL (2) 
9/32" DIA. THROUGH 
HOLES

2 
1/

4"

TOILET PARTITION

ANCHOR PLATE, 
BOBRICK 258 SERIES,
18-8, TYPE 304, 16 GA 
STAINLESS STEEL WITH 
SATIN FINISH

STAINLESS STEEL FLANGE 
COVER

STAINLESS STEEL GRAB 
BAR, 1 1/2" DIA.

(2) 1/4 - 20 SCREW

THREADED NUT, (DRILL (2) 
7/16" DIA. THROUGH 
HOLES)

3 
1/

4"

2 
1/

4"

MOUNTING FLANGE

MOUNTING FLANGEMOUNTING FLANGE

2 
1/

4"
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CBC RESTROOM
ACCESSIBILITY

DIAGRAMS

G022

COMPTON COMMUNITY
COLLEGE DISTRICT

6" = 1'-0"20
GRAB BAR

1/2" = 1'-0"15
ACCESSIBLE URINAL

1/2" = 1'-0"18
ACCESSIBLE LAVATORY

1/2" = 1'-0"17
AMBULATORY TOILET STALL

1/2" = 1'-0"16

ACCESSIBLE SHOWER - STANDARD &
ALTERNATE

1/2" = 1'-0"8
SINGLE-ACCOMODATION TOILET ROOM

1/2" = 1'-0"19

MOUNTING HEIGHTS - SANITARY
ACCESSORIES

1/2" = 1'-0"7
MULTI-ACCOMODATION TOILET ROOM

1/2" = 1'-0"12
ACCESSIBLE TOILET STALL

1" = 1'-0"10
FOLDING SHOWER SEAT

DSA SUBMITTAL 22.09.09

6" = 1'-0"25
GRAB BAR



PREDOMINANT DIRECTION OF 
PATH OF TRAVEL

LONG DIMENSION 
PERPENDICULAR TO 
ROUTE OF TRAVEL

B. SECTION

A. PLAN

B

-

1/2" MAX OPENING

NOTE: HANDRAIL ENDS SHALL BE 
RETURNED SMOOTHLY TO A FLOOR, 
WALL OR POST.
(1133B.4.2.3)

12"

12"

34
" 

- 
38

"

48" MIN

RETURN POST

NOTE: HANDRAILS MUST EXTEND A MIN OF 12" OF LEVEL
DISTANCE (PARALLEL TO LANDING SURFACE) BEYOND TOP AND
BOTTOM OF THE RAMP ENDS BEFORE THEY ARE RETURNED

NOTE: WIDTH MUST BE
60" MIN WITH OCCUPANCY OF 300 OR 
MORE

12"

12"

34
"

VISUALLY IMPAIRED 
WARNING STRIPING

NOTE: WARNING STRIPS MUST BE CLEARLY CONTRASTING COLOR FROM ADJOINING
SURFACES. THE STRIP MUST BE MADE OF A MATERIAL THAT IS AT LEAST AS SLIP
RESISTANT AS THE OTHER TREADS OF THE STAIR (PAINTED STRIPS ARE ACCEPTABLE).

WALL MOUNT
HANDRAIL

34
" 

- 
38

"

TREAD

34
" 

- 
38

"

1"
 M

AX

2"
 M

IN
4"

 M
A

X

WIDTH MIN

12" + TREAD

12" MIN

42
" 

M
IN

 W
H

E
R

E
 G

U
A

R
D

R
A

IL
 R

E
Q

34
" 

- 
38

"

30
" 

M
A

X

LEVEL AREA

OPTIONAL CURB, 4" H MIN

RAMP

VERTICAL RAIL BEYOND

TOP HANDRAIL

NOTE: 
IF RAMP IS HIGHER THAN 30" A 42" HIGH GUARDRAIL IS 
REQUIRED

4" MIN HIGH WARNING CURB AT RAMPS, IF A DROP-OFF 
OF MORE THAN 6" EXISTS BETWEEN THE RAMP 
SURFACE AND THE ADJACENT GRADE, A 6" WARNING 
CURB MUST BE UTILIZED

HORIZONTAL RAILING

4"

42
" 

W
H

E
R

E
 G

U
A

R
D

R
A

IL
 R

E
Q

34
" 

- 
38

"

30
" 

M
A

X

LEVEL AREA

RAMP

VERTICAL RAIL BEYOND

TOP HANDRAIL

NOTE: IF RAMP IS HIGHER THAN 30" A 42"HIGH GUARDRAIL IS 
REQUIRED

12" MIN

1 1/2"
1 1/4" TO 1 1/2"

1 
1/

2"

NOTE:
WALL OR OTHER SURFACE 
ADJACENT TO HANDRAIL(S) MUST BE 
FREE OF SHARP OR ABBRASIVE 
ELEMENTS

NOTE:
PIPE DIMEN ARE SHOWN AS NOM 
DIA

D 3" MAX

18
" 

M
IN

1 1/4" TO 1 1/2"
1 1/2"

A B

C

1 1/4" TO 1 1/2"
1 1/2"

1 
1/

2"
1 

1/
4"

1 1/2"1 1/4" TO 1 1/2"

SURFACE OF RAMP

HORIZONTAL PROJECTION OR RUN

R
IS

E

LEVEL 
LANDING

LEVEL LANDING

SLOPE

MAX  RISE MAX HORIZ PROJ

IN MM FT MM

1:12 to < 1:16

1:16 to < 1:20

30 760 30 9000

30 760 40 12000

NOTE 1

NOTE 2

60" MIN

NOTE 2

72" MIN

TOP PLATFORM

INTERMEDIATE LEVEL PLATFORM

NOTE 2
60" MIN

NOTE 2

NOTE 1

BOTTOM LEVEL PLATFORM

INTERMEDIATE LEVEL PLATFORM

TOP PLATFORM

STRAIGHT RAMP RUNRAMP WITH INTERMEDIATE SWITCH-
BACK PLATFORM

WIDTH AS REQUIRED

60" MIN

72" MIN

60" MIN WHEN NO DOOR SWINGS

ONTO LANDING
60" MIN WHEN NO DOOR SWINGS

ONTO LANDING

72" MIN

NOTE 2

NOTE 1

60" MIN WHEN NO DOOR SWINGS

ONTO LANDING

60" MIN

3/4"
    72"  MIN.

AS REQUIRED

60" MIN

TOP PLATFORM

INTERMEDIATE LEVEL 
PLATFORM

RAMP WITH TURNING 
PLATFORM

NOTE:
1. WHEN DOOR SWINGS ONTO LANDING - 42" MIN PLUS DOOR WIDTH
2. MAXIMUM HORIZONTAL DISTANCE OF EACH  RAMP AND RUN VARY

72" MIN

60" MIN

A B

D
O

O
R

 W
ID

T
H

 P
LU

S
 4

2"

24" MIN EXTERIOR

18" INTERIOR

R
A

M
P

 
D

O
W

N

60" MIN

D
O

O
R

 W
ID

T
H

 P
LU

S
 4

2"

24" MIN EXTERIOR

18" MIN INTERIOR

RAMP 
DOWN

3" MIN 3" MIN

42
" 

M
IN

 C
LR

42
" 

M
IN

 C
LR

42
" M

IN
 C

LR

60" MIN

PLAN

60
" 

M
IN

24" MIN

15" MIN
SENSING DEVICE OR PUSH 
PLATE, EACH SIDE OF DOOR

POWER ACTIVATED DOOR

ELEVATION

30
" 

- 
44

"

7"
 - 

8"

6" X 6" ACCESSIBILITY SYMBOL 
EACH SIDE OF DOOR, SERVING 
FACILITIES W/ ASSEMBLY 
OCCUPANCY >= 300

POWER ACTIVATED DOOR

6" X 6" POWER ACTIVATED PUSH 
PLATES W/ ACCESSIBILITY 
SYMBOL (11B-703.7.2.1)

UNAUTHORIZED VEHICLES PARKED 
IN DESIGNATED ACCESSIBLE 

SPACES NOT DISPLAYING 
DISTINGUISHING PLACARDS OR 

SPECIAL LICENSE PLATES ISSUED 
FOR PERSON WITH DISABILITIES 

WILL BE TOWED AWAY AT OWNERS 
EXPENSE. TOWED VEHICLES MAY 

BE RECLAIMED AT EL CAMINO 
COMPTON EDUCATIONAL CENTER 

POLICE DEPARTMENT BY 
TELEPHONING 

(310) 900-1600 x 2999

1' - 6"

2'
 -

 0
"

1/2" RADIUS, TYP.

REFLECTORIZED SIGN WITH 
MIN. 1" HIGH TEXT, ALL 
LETTERING SHALL BE A 
PERMANENT PART OF SIGN

MOUNTING POLE, SEE

6'-8" A.F.F

5

G023

SIGN W/ MIN. (2) 3/16" DIA ROUND 
BOLTS W/ TAMPER-PROOF NUTS, 
GALVANIZED

2" DIA. GALV. SCHEDULE 40 
STEEL PIPE

6'-8" A.F.F

3'
 -

 0
" 

F
O

O
T

IN
G

1' - 0" 4"

PRE-SET SLEEVE AND FILLED 
W/ NON-SHRINK GROUT

GALV. PIN TO PREVENT 
SIGN FROM ROTATING

1' - 0" DIA. CONCRETE 
FOOTING

3/4" DIAMETER WASHED 
DRAINAGE GRAVEL

FINISH SURFACE PER CIVIL DWG

SEAL AROUND POST W/ NON 
SHRINK GROUT OR 
SEALANT AT HARDSCAPE 

1' - 0"

1'
 -

 6
"

1/2" RADIUS, TYP.

MOUNTING POLE, SEE

6'-8" A.F.F

5

G023

"MINIMUM" 
FINE $250

VAN
ACCESSIBLE

BLUE BACKGROUND WHITE 
SYMBOL, LETTERS AND 
PERIMTER, COLOR EQUAL 
TO NO. 15090 FEDERAL 
STANDARD 595B

REFLECTED SIGN PANEL 18 
GA. MIN. GALV. STEEL WITH 
PORELAIN ENAMEL FINISH
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CBC SITE
ACCESSIBILITY

DIAGRAMS

G023

COMPTON COMMUNITY
COLLEGE DISTRICT

1/2" = 1'-0"23
TO PATH OF TRAVEL

1/4" = 1'-0"2
HANDRAILS AT RAMPS

1/2" = 1'-0"7
HANDRAILS AT STAIRS

1" = 1'-0"12
SECTION AT HANDRAILS/CURB

1" = 1'-0"17
SECTION AT HANDRAIL/GUIDE RAIL

3" = 1'-0"22
HANDRAILS

1/4" = 1'-0"3
ALLOWABLE RAMP LENGTHS

1 : 118
RAMP DIMENSIONS

1/2" = 1'-0"6
ENCROACHMENT OF DOORS ONTO RAMPS

GRATE ORIENTATION

1/2" = 1'-0"16
ACCESSIBLE POWER ACTIVATED DOOR

DSA SUBMITTAL 22.09.09

1 1/2" = 1'-0"4
TOW-AWAY SIGN

1" = 1'-0"5
POLE & FOOTING

1 1/2" = 1'-0"9
VAN ACCESSIBLE PARKING SIGN
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ACOUSTICAL

REPORT

G401

COMPTON COMMUNITY
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